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STOCKS AND DIES. 





We recently saw at the factory of the Crown Die & 
Tool Company, Chicago, a very ingenius form of stock, 
well adapted to the holding of small dies necessary to the 
quick threading work of fitters in piping-jobs. 





THE “CROWN” STOCK. 


Four dies are placed in this holder, one in each side; 
they are then not removed until such time as a new die 
may be found necessary, and that only because of the 
natural wear upon the former die. 


This stock is designed as a self-contained affair, in or- 
der that there may be no excuse for a fitter failing to have 
immediately at hand, all of the four sizes of dies most 
used; rather than to hunt about for them, or worse yet, 
find it necessary to send back to the shop after one that 
has been left behind. 


The illustration accompanying this notice well pictures 
the stock in which the dies will be seen. 





THE “CROWN” DIE, 


One of the dies is illustrated in our notice in order to 
show the conical concave recesses that appear directly ad- 
joining each of the four cutting tools. This passageway 
is created in order to easily and quickly free the die of 
the metal that has been cut away from the face of the 


pipe. 





“CROWN” CUTTING-WHEEL. 


The “Crown” dies are made of the best of steel avail- 
able for the purpose, as is also the cutting wheel of the 
“Crown” pipe-cutter, illustration of which indicates a thin 
circular blade rather than the usual thick-bevel blade ; this 
thin blade is made possible on account of the high grade 


NATURAL GAS JOURNAL | 289 


of steel used in making this cutting-wheel. Furthermore, 
it will be noticed that the wheel has a milled edge which 
it is claimed aids materially in cutting through the walls 
of a pipe. This milled edge acting freely upon the metal 
surface bring quicker results than a smooth wheel- 
face. 





“CROWN” PIPE-CUTTER. 


While describing the pipe-cutter we would direct at- 
tention to the threaded lug on the lower or convex jaw; 
this is purposed as a means of aiding an extra handle to 
the device ; a small piece of pipe may bescrewed into this 
lug, thus making a double-handle cutter out of a usual 
single handle device. 





A “CROWN”  PIPE-VISE. 


The “Crown” pipe-vise gets its real true pinch from the 
two projections on the movable jaw, these impinge them- 
selves into the face of the pipe and hold it securely, pre- 
venting its turning even without an excessive amount of 
pressure, and therefore avoiding the possible straining of 
the vise of flattening of thin pipe. 
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At any time the jaw may be removed and these two 
projections may be ground on an emery or stone wheel. 


The lower jaw, similar in design to the jaws found on 
other vises of this nature, is in this vise made of high 
type steel so that the edges of the steps will long hold 
their keen grip. The manufactures of the “Crown” prod- 
ucts have found a ready market with those desiring high- 
type and long-lived tools. It is not the purpose of the 
company to compete with cheap goods, but to employ the 
best of material and the best workmanship, thereby turn- 
ing out high grade articles that will last and be cheaper 
in the end. 
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